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INDEX
Screw tables, Acme, 595
, Admiralty fine, 583
, American National, 592
, brass, 588
, British Association, 533, 53-1, 586, 587
, British Standard fine, 584
, British Standard pipe, 590
, British Standard cycle, 594
, Loewenherz, 596
, model makers', 596
, Systeme Internationale, 593
, Whitworth, 581 terms, 531
, trapezoidal, metric, 606 , triple, 532 tolerance, 532
, United States standard, 535 , Whitworth, 533 threads, Acme, 536 , American 8-pitch,.12-pitch and 16-pitch,
603 , National coarse, 602
fine, 601 , pipe, 624= , A.S.M.E., 626 , British Association, 586, 587, 533, 534
Standards, cycle, 533 , B.S. specifications for, 534 , buttress, 536 , checking diameter of, 735 , coolants for grinding, 550 , cutting close to shoulder, 556
number in given length, 5-55 , Edison type lamp caps, 618 for gas pipes, 654, 664 sheet metal caps, 544 steam pipes, 654, 664 water pipes, 654, 664 , formula for rolling, 543 , full diameter of, 531 , gas, 6U4 , hobbmg, 545 , Holtzapffels, 632 , identification of, 541 in common use, 541 , International metric fine, 605 , Loewenherz, 535 , measuring by optical projection, 776
with wires, 738 , Microscopical Society, 597 , multiple, cutting, 555 , picking up, 556, 575 , pipe, 536
, plated, tolerances on, 617 , prime number, 555 , profile errors of, 746 , progress, 606 rolling, 240
, Royal Photographic Society, 597 (see also threads) , square, 536
, sparking plug, 616, 536, 1232 , standard, 534 , Swiss, 600
, Systeme Internationale, 535, 536 , taper, 671 , Thury, 600 , truncated, 748 , U.S. Standard, 628 , Waltham Watch, 598 , Whitworth, 534 jinstrument, 625
Screw threads, worm, 536 Screws, B.A., heads for, 61 i
, taper, graded, 763 Scroll milling, 547 Seamless shells, blank sizes for 803
steel tubes, 274 Seams, 192
in castings, 206 Seam welding, 120S Search, patent, 154
Seatings for ball and roller bearings, 414 Seconds pendulum, length of, 31 Section bending, 657
lining, 140 Sections, moduli of, 117
, standard, I and Z values, 113 Sector of circle, area of, 1279
sphere, volume of, 1283 Seger cone melting temperatures, 169 , temperature of refractories, 220 Segment, angle of, 67
, corner, area of, 1278
of circle, area of, 1279 Segregation, 192
in castings, 206 Selenium, 268 Self-aligning bearings, 409 Sellers screw threads, 535, 536
tapers, 843
Selling price, fixing, 1030 Semi-steel,  216 castings,   207 , sawing, 1139 Sentinel pyrometer, 169 Separation, centrifugal, 355 Separator, power required to drive, 845 Series trade m.arlcs,'163 Serrated shaft, 461 Setting time, 986 S.F. French thread, 607 Shadow, 371 Shaft, serrated, 461
, spline, 461
Shafts, tolerances for, 834 Shale, weight of, 1106 Shaper, action of, 1091 Shaperc, power required to drive, 845 Shaper tools, cutting speeds for, 639 Shaping, 1091
, fatigue allowance, 985
machine, surface speeds, 635
, setting times, 986 Shaving dies, 798 Shearing machines, pneumatic, 1124
tests, 192 '
Shears, tempering, 172" Shear steel, 202
strength of cast iron, 218 soldered joint, 840
stress in tubes, 282
Sheet metal, Birmingham gauge for, 703 gauge, United States, 699 , weight of, 669 work, 1234
zinc gauge, 717
Sheffield register of trade marks, 161 Shell blanks, diameter of, 799 Shellac, 324 Shells, cylindrical, blank sizes for, 803
, oval, blanks for, 806
, rectangular, blanks for, 804 i       , seamless, blank sizes for, 803